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H
Aluminium Handrail

Overview

The Aluminium Handrail is a fully non-combustible range
of handrail options designed to be compatible with all
Ryno Linear balustrade systems. The different options
feature a range of 2 sizes for a range of applications.
The handrails are made from structural grade aluminium
6005A T6, and are coated in Qualicoat Class 2 powder
coating for superior durability. It features a handrail
carrier which is used to secure other elements of the
Linear Balustrade System in place, providing a neat,
continuous aesthetic with hidden fixings.

¢ Non-combustible

Qualicoat Class 2 powder coating
e 2 sizes available

Hidden fixings

Part Information

Code Description Dimensions Material Weight Coating
HCA Handrail Capping 60x35x3600mm 6005A T6 1.04kg/m  Textured PPC
HCB Handrail Capping 80x35x3600mm 6005A T6 | 1.37kg/m Textured PPC
HBA Handrail Base Carrier 50x3600mm 6063 T6 0.55kg/m  Standard PPC
CS2001/2 RH & LH End Caps 60x35mm ABS FR n/a n/a
Finishes
RAL 7037 - Dusty RAL 7039 - Quartz RAL 7040 - Window RAL 8014 - Sepia
Grey Grey Grey Brown
‘E— \Q
RAL 8019 - Grey RAL 7016 - Anthracite Custom RAL colour
Brown Grey options
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Compatible Components

IB
Aluminium Infill Bar

ISK
Infill Screw Kit

JB

Aluminium Juliet
Bracket

Got questions? Give us a shout.

Visit www.rynosystems.com or call us today on +44 (0)203 967 3500 or reach out on
sales@rynosystems.com
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